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• Resolution 800×600
• 15 Pin VGA Output
• Built on Polarizing kit can be switched ON/OFF
• Built-in MicroTouch – Control LED ON/OFF
• 10X~50X, 200X Variable Magnification

Model : AM4116ZT Dino-Lite Premier VGA
Dino-Lite for VGA Monitor 

Packaging

Product Number                  AM4116ZT                Magnification                               10X~50X, 200X

Warranty Period                          1                          Pixels                                              800x600pixels

k Detail Box                   Data Output                                       D-SUB

Sensor                              Enhanced Color CMOS     Video frame Rate                up to 30 frame-per-second

Buit-in 8 white LEDs       Save File format                              BMP, JPG, AVI

Body Diameter             1.26 inches / 3.2cm max.   Cable length                               6 feet / 180 cm              

Total package weight           280g +/- 20g

Enjoy convenient direct connection to a computer monitor with the Dino-Lite Premier AM4116 Series VGA microscope. Simply 
plug a standard VGA (DE15, D-SUB) cable into the VGA adaptor on the microscope cord and plug directly into your computer 
monitor. With our unique patented design,the AM4116 Series can achieve up to 200X magnification (dependant on working 
distance) without the need to swap out the lens and provides 800 x600 resolution in addition to real time imaging of 60fps. The 
new, latest technology sensor provides enhanced low light visibility for clear images in any situation. The “Microtouch II” 
button enables the operator to switch the built in LED lights on or off.

The AM4116ZT (polarized) model is designed to reduce the effects of glare and to help eliminate “hot spots” from highly 
reflective surfaces and providing uniform illumination to bring out more surface detail with minimal glare. AM4116ZT allows 
the user to turn the eight built in LED lights either on or off with a conveniently located button on the scope providing the user 
with the flexibility to adapt and correct for various lighting conditions. The Polarizing system can be switched on/off or can be 
adjusted to offer full or half polarization, providing the versatility required for use in the Dermatology – Skin or Scalp check, for 
diagnosis, cosmetic, follow up, hair loss treatment, etc. As well biomedical, printing/graphic arts, surface analysis and a variety 
of other fields.

The Dino-Lite Premier AM4116 Series VGA direct model is a versatile handheld or stand mounted microscope designed to 
satisfy a wide range of microscopy requirements without the added expense of a computer or television monitor resulting in 
significantly lower total system cost.

AM4116ZT uses the H11 housing which is the second generation housing for the Dino-Lite that incorporates: improved 
magnification dial movement for smooth and easy adjustment and focusing with the Dino-Lite, a scroll lock feature for assuring 
desired set magnification/ focus distance, and a cable strain relief (SR) that holds the Dino-Lite and its USB Cable together for 
greater resistance from pulls and twists.
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